
AMERICAN AGIP COMPANY, INC. 

MATERIAL SAFETY DATA SHEET

(724) 352-4451

PRODUCT IDENTIFICATION:

TRADE NAME:  SYNTHETIC OPEN GEAR GREASE - ALL GRADES


CHEMICAL NAME AND/OR FAMILY:  Butene; Petroleum Hydrocarbon plus additives.


SYNONYMS:  Lubricating Grease; Open Gear Grease.

COMPOSITION: 


INGREDIENT(S)


%(w/w)

CAS No.
CARCINOGENICITY                   



Polybutene


81-82

9003-29-6
OSHA=No      IARC=No



Carbon Black


15-17

1333-86-4
OSHA=No      IARC=No



Fumed Silica


 3 – 5

112945-52-5
OSHA=No      IARC=No

HAZARDOUS COMPONENTS:  None

CHEMICAL AND PHYSICAL PROPERTIES:

APPEARANCE/ODOR:  Black semi-fluid with mineral oil odor - bland.


BOILING POINT:  700oF




MELTING POINT:  > 500oF



FREEZING POINT:  40oF




MOLECULAR WEIGHT: Not Applicable


VAPOR DENSITY (Air=1):  Not Applicable


EVAPORATION RATE:  Not Applicable


VAPOR PRESSURE:  Not Applicable


SOLUBILITY IN WATER:  Negligible at 25°C


SPECIFIC GRAVITY:  0.9  @ 60oF



PERCENT VOLATILES:  0 %(v/v)


OTHER:  Not Applicable

FIRE AND EXPLOSION HAZARDS:


FLASH POINT (METHOD):  435°F  (ASTM D 92)


FLAMMABLE LIMITS:  No data available


AUTOIGNITION TEMPERATURE:  520oF


EXTINGUISHING MEDIA AND SPECIAL PROCEDURES:  Dry chemical, water fog, Carbon Dioxide (CO2), foam, or 
sand/earth.  Water may cause frothing. Closed containers exposed to fire may be cooled with water. Firefighters should 
wear an approved self contained breathing apparatus.


HAZARDOUS THERMAL DECOMPOSITION PRODUCTS:  Carbon monoxide, carbon dioxide, and undefined hydrocarbons.


UNUSUAL FIRE AND EXPLOSION HAZARDS:  Dense smoke.

REACTIVITY DATA:

STABILITY:  Stable




MATERIALS TO AVOID:  Strong oxidizers such as Hydrogen Peroxide, Chlorine, Fluorine, Bromine, and Chromic Acid.


HAZARDOUS POLYMERIZATION:
Will not occur.


CONDITIONS TO AVOID:  Open Flames.

HEALTH HAZARDS:

NFPA CODE:
H=0;
F=1;
R=0;
S=N/A

NFPA PROTECTIVE EQUIPMENT:
  B


EXPOSURE:
OSHA (PEL) = 500 ppm TLV.

INHALATION:  None.




EYE CONTACT:  Mild Irritation.



SKIN CONTACT:
 Mild Irritation.


CORROSIVITY:  Not Corrosive.



SENSITIZATION:  None.


INGESTION:  None.




LUNG EFFECTS:  Not Applicable. 











Synthetic Open Gear Grease, All Grades















Page 2

HANDLING AND STORAGE:

PRECAUTIONS:  Wash thoroughly after handling material.  DO NOT get material in eyes or on clothing.  Keep material




 container closed when not in use.  Keep material away from sparks and open flames.


SPECIAL CONDITIONS:  None.

TOXICITY INFORMATION:


CONDITIONS TO AVOID:  None.



PRIMARY ROUTES OF ENTRY:  Skin Contact.

CARCINOGENICITY:  This product has been used for years with no known ill effects.  It contains no known



        carcinogens or mutagens as defined by OSHA or IARC.


TOXIC SUBSTANCE CONTROL ACT (15 USC 2601-2629):  This material is in compliance with TSCA and is





_   HAZARDOUS     X NON-HAZARDOUS

SARA 313 (40 CFR 372) EMERGENCY PLANNING AND COMMUNITY RIGHT-TO-KNOWN ACT OF 1986:


This product does not contain any toxic chemicals subject to the reporting requirements of the Act.

EMERGENCY FIRST AID PROCEDURES:


INHALATION:  Remove exposed person to fresh air if discomfort is experienced while handling hot product.


EYE CONTACT:  Immediately flush with large quantities of water for at least 15 minutes.  Get immediate medical attention.


SKIN CONTACT:  Remove excess with cloth or paper.  Wash thoroughly with soap and water.  Remove and launder 




 contaminated clothing.


INGESTION:  DO NOT induce vomiting.  Get medical attention immediately.







EXPOSURE CONTROL/ PROTECTION INFORMATION:

EXPOSURE LIMITS: OSHA (PEL) = 500 ppm TLV.


PROTECTION EQUIPMENT:



EYES:  Chemical safety goggles and, if handled hot, full face shield.



GLOVES:  Neoprene, Butyl Rubber, or Polyethylene plastic oil resistant gloves.



OTHER:
 None normally required.



RESPIRATOR PROTECTION:  None 


VENTILATION:  Use with adequate ventilation.

ENVIRONMENTAL PROTECTION:

SPILLS OR LEAKS:  Transfer bulk of mixture into another container.  Absorb residue with an inert material such as earth, 
sand, or vermiculite.  Sweep up and dispose as solid waste in accordance with local, state, and federal regulations.


WASTE DISPOSAL METHOD:  Dispose of in accordance with all applicable federal, state, and local regulations.  

SHIPPING INFORMATION:

RESTRICTIONS:  None.
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DISCLAIMER:

Although the information and recommendations set forth herein ("Information") are presented in good faith and believed to be correct as of the date hereof American AGIP Company, Inc., makes no representations as to the completeness or accuracy thereof.  Information is supplied upon the condition that the persons receiving same will make their own determination as to its safety and suitability for their purposes prior to use.  NO REPRESENTATIONS OF WARRANTIES, EITHER EXPRESSED OR IMPLIED, OR MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE OR OF ANY OTHER NATURE, ARE MADE HEREUNDER WITH RESPECT TO INFORMATION OR THE PRODUCT TO WHICH THE INFORMATION REFERS.

REVISION:

2/25/01




SUPERSEDES:
       
12-19-00

MSDS prepared by:
AMERICAN AGIP COMPANY, INC.




FOR ADDITIONAL NON-EMERGENCY INFORMATION CONTACT:
AMERICAN AGIP COMPANY, INC.










AGIP LUBRICANTS - USA










539 MARWOOD ROAD










CABOT, PA  16023










1-800-922-9243

THIS MATERIAL SAFETY DATA SHEET CONTAINS THE INFORMATION REQUIRED TO COMPLY

WITH THE FEDERAL OSHA HAZARD COMMUNICATION RULE, 29 CFR 1910.1200 (g) (2).


